










STABILA measuring tapes 82–83

The patented STABILA hook:
spikes on the inner surface
hold it securely. Even when
measuring longer lengths, 
someone else is not required
to hold it. The material is 
protected by the buffer on 
the blade inlet. Beginning 
of blade reinforced from 
5 m onwards. All metric 
versions of this type are 
also available calibrated for
an additional charge.

Length 2 m 3 m 5 m 8 m 3,5 m/ 10 ft 5 m/16 ft 8 m/27 ft
Width 13 mm 13 mm 19 mm 25 mm 13 mm 19 mm 25 mm

Art. No. 16449/2 16450/8 16451/5 16452/2 16453/9 16454/6 16455/3

Pocket tape measure Type BM 20 Pocket tape measure Type BM 30 
Unbreakable plastic casing. Curved, polyamide-coated white steel blade 
(with high abrasion resistance). Adjustable end hook. Automatic blade return. 
Stopper for braking and locking the blade. Beginning of blade reinforced 
(from 5 m onwards). Buffer on blade inlet. Cm and mm graduation. Red tens. 
With the CE and metrology marks plus the EU type approval certification.
Accuracy class II. Belt clip.

Unbreakable plastic casing. Curved, polyamide-coated yellow steel blade
(with high abrasion resistance). Adjustable end hook with patented
Spikes hook. Automatic blade return. Stopper for braking and locking the
blade. Beginning of blade reinforced (from 5 m onwards). Buffer on blade
inlet. Cm and mm graduation. Red tens. With the CE and metrology
marks plus the EU type approval certification. Accuracy class II. Belt clip.

Length 2 m 3 m 5 m 3 m/ 10 ft 5 m/16 ft
Width 13 mm 13 mm 19 mm 13 mm 19 mm

Art. No. 16444/7 16445/4 16446/1 16447/8 16448/5
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The latest generation of 
tape measures in extremely
robust plastic with a rubber
grip for secure handling and
practicality every time you
use it. Tape return brake 
integrated into the casing,
next to the blade lock. The
black end hook is a genuine
STABILA spikes hook that
cannot slip. A new type 
of coating on the yellow 
tape ensures the highest 
resistance to abrasion.

Length 3 m 5 m 5 m 8 m 10 m 3 m/10 ft 5 m/16 ft 8 m/27 ft 10 m/32 ft
Width 16 mm 19 mm 25 mm 25 mm 30,2 mm 16 mm 19 mm 25 mm 30,2 mm

Art. No. 14769/3 14770/9 15217/8 14771/6 14772/3 14774/7 14775/4 14776/1 14777/8

Pocket tape measure Type BMT

Unbreakable plastic casing with rubber grip cover. Curved, polyamide-coated yellow steel blade (with high
abrasion resistance). Adjustable end hook with patented Spikes hook. Automatic blade return. Stopper for
braking and locking the blade. Additional blade lock for fine tuning the blade return. Beginning of blade
reinforced (from 5 m onwards). Rubber buffer on blade inlet. Cm and mm graduation. Red tens. With the 
CE and metrology marks plus the EU type approval certification. Accuracy class II. Belt clip.

Same as the Type BM 30 but
with a window for reading 
internal measurements 
directly.

Unbreakable plastic casing with window for viewing internal 
measurements. Curved, polyamide-coated yellow steel blade
(with high abrasion resistance). Adjustable end hook with 
patented Spikes hook. Automatic blade return. Stopper for 
braking and locking the blade. Buffer on blade inlet. Cm and
mm graduation. Red tens. With the CE and metrology marks plus
the EU type approval certification. Accuracy class II. Belt clip. 

Length 3 m 3 m/ 10 ft
Width 16 mm 16 mm

Art. No. 16456/0 16457/7

Pocket tape 
measure 
Type BM 30 W

STABILA measuring tapes 84–85
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The smallest 15 m tape 
measure. The extremely 
durable light-weight 
polyamide casing is only 
75 mm in diameter. With 
nickel-plated spring-loaded
crank. A high quality 
measuring instrument with 
a touch of exclusivity.

White-painted steel blade, cm and
mm graduation, red tens. Extremely
durable polyamide casing.

Length 10 m 15 m
Width 10 mm 10 mm

Art. No. 03411/5 03413/9

Cased measuring tape architect’s Type

STABILA measuring tapes   86–87
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Fibreglass measuring tape (G), 
standard measurement scale for 
fibreglass tapes: cm/ – = gradation in
cm one side only, first metre in mm.

The impact-resistant, 
unbreakable polyamide 
frame with reinforcement 
ribs on the inside is very 
robust. The grooved turning
handle facilitates holding 
and tensioning the tape. 
The broad arm in well-proven
Y design provides good tape
guidance. Special plastic 
guides prevent the steel 
tape from catching between
the rollers and the frame and
protect it from wear. Large, 
robust draw ring with notches
for plumbline measurements.

Length 10 m 20 m 30 m 50 m
Width 13 mm 13 mm 13 mm 13 mm 

Art. No. 03141/1 03143/5 03145/9 03146/6

Length 10 m 20 m 30 m 50 m
Width 13 mm 13 mm 13 mm 13 mm 

Art. No. 09291/7 09293/1 09295/5 09296/2

Length 10 m 20 m 30 m 50 m 100 m
Width 13 mm 13 mm 13 mm 13 mm 13 mm 

Art. No. 03771/0 03773/4 03775/8 03776/5 03777/2

Polyamide-coated steel measuring
tape (P), standard  graduation scale
for all steel tapes: mm/– = s mm
scale throughout on one side.

White-painted steel measuring 
tapes (W), standard measurement
scale for all steel measuring tapes:
mm/– = full length gradation in mm,
one side only.

Open-frame measuring tape Type 42The casing:
• Impact-resistant nylon 
casing. 
• Can be butted against a 
stop in all positions.

Meets the new MID Directive
applicable everywhere in
Europe. With the CE and 
metrology marks as well as
EU type approval certification.

The universal hook:
• Special hook with a 

patented spike coating. 
Significantly improves 
non-slip properties. 

• New eyelet for quick-
release fixing - makes 
precise measurement 
even faster and simpler.

The re-wind drum:
• Optimal handling thanks 

to the retractable re-wind
drum (patent applied for).

Polyamide-coated steel measuring tape (P); 
standard graduation scale for all steel tapes: 
mm/– = mm scale throughout on one side.

White-painted steel measuring tapes (W), standard
measurement scale for all steel measuring tapes:
mm/– = full length gradation in mm, one side only.

Fibreglass measuring tape (G), standard 
measurement scale for fibreglass tapes: 
cm/– = gradation in cm one side only, first 
metre in mm.

Cased measuring tape Type BM 50

Length 10 m 20 m 30 m
Width 13 mm 13 mm 13 mm

Art. No. (G) 17214/5 17215/2 17216/9
Art. No. (P) 17217/6 17218/3 17219/0
Art. No. (W) 17220/6 17221/3 17222/0

STABILA measuring tapes 88–89  
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All about levelling boards, wedge shape darbies 
and feather edges

Levelling boards
Type AL  |  Type AL 1L
Type AL 2L  |  Type AL 2L-2G

Wedge shape darby
Type TRK

Feather edge
Type HAK

92

93
94

95

95

Levelling boards

STABILA levelling boards 90–91
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Levelling board Type AL 1L

STABILA levelling boards 92–93

1 2 2

2 3

All about levelling boards, wedge shape 
darbies and feather edges

Levelling boards, wedge shape
darbies and feather edges are
simple but effective tools used
as an aid in producing large,
smooth surfaces.

To ensure that these tools 
last and remain accurate for 
a long time, they are made 
from drawn aluminium profile.
The distinction between the 
individual categories comes
from their area of application,
which dictates the shape of
their cross-section.

In all cases, as with all tools, 
you should pay attention to the 
trademark. With a good brand, 
you can be sure that you have a
good quality tool.

1 The material | 2 The design | 3 The shape of the profile

A level’s quality can be determined by the following characteristics:

• Profiled shapes for 
producing finished surfaces
are feather edges.

• Profiles for skimming 
and levelling materials are
wedge shape darbies. 

• Rectangular aluminium
profiles for checking the
evenness of a surface are
levelling boards. 

It is much easier to work with
levels if they are equipped
with additional components.
In the first place, this involves 
horizontal and vertical vials.
To improve handling, a 
handhold is often integrated
into the profile. For rapid 
and accurate results, these
products are available in 
different lengths, giving you
the opportunity to have the
appropriate length of tool 
for your particular working
surface.

Levelling board Type AL

As Type AL but with 
one horizontal vial.

Length 1,5 m 2,0 m 2,5 m 3,0 m
Art. No. 07819/5 07807/2 07820/1 07800/3

Length 1,0 m 1,2 m 1,5 m 1,8 m 2,0 m 2,5 m 3,0 m 4,0 m
Art. No. 07815/7 07814/0 07805/8 07813/3 07801/0 07816/4 07806/5 07817/1

The Type AL’s non-deforming,
sturdy aluminium profile 
ensures good results when 
using levels.

Complete with light metal rectangular profile with plastic end caps.
Profile cross-section: 18 x 100 mm.

Complete with light metal rectangular profile with plastic end caps and 1 horizontal vial.
Profile cross-section: 18 x 100 mm.

Type AL 1L:
Installing window sills.

Type AL:
Levelling uneven 
material.
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Levelling board Type AL 2LAs Type AL but with 
one horizontal and 
one vertical vial.

Trapezoidal wedge shape
darby with one gripping
ridge in the profile. 
Ideal for producing clean
results on site.

The Type HAK H profile 
produces a clean 
surface finish.

As Type AL but with one 
horizontal and one vertical 
vial and two handholds.

Length 1,0 m 1,5 m 1,8 m 2,0 m 2,5 m 3,0 m
Art. No. 07821/8 07822/5 07823/2 07824/9 07825/6 07826/3

Levelling board Type AL 2L-2G

Length 2,0 m 2,5 m 3,0 m 4,0 m
Art. No. 07802/7 07832/4 07803/4 07833/1

Wedge shape darby Type TRK

Feather edge Type HAK

Length 1,0 m 1,2 m 1,5 m 1,8 m 2,0 m
Art. No. 07829/4 07830/0 07808/9 07831/7 07809/6

Length 1,0 m 1,2 m 1,5 m 1,8 m 2,0 m
Art. No. 07827/0 07810/2 07811/9 07812/6 07828/7

Complete with light metal rectangular profile with plastic end caps, 
1 horizontal and 1 vertical vial. Profile cross-section: 18 x 100 mm.

Complete with light metal rectangular profile with plastic end caps, 1 horizontal 
and 1 vertical vial and two handholds. Profile cross-section 18 x 100 mm.

Complete with light metal trapezoidal profile with plastic end caps.
Profile cross-section: 18 x 97 mm.

Complete with light metal H profile. Profile cross-section 27 x 112 mm.

Type AL 2L: 
Checking vertical edges.

Type AL 2L-2G: 
Levelling out flooring material.

Type TRK: Smoothing rough plaster.

Type HAK: 
Smoothing plaster surfaces.

STABILA levelling boards 94–95
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STABILA Messgeräte
Gustav Ullrich GmbH

Landauer Str. 45
76855 Annweiler, Germany

0049-(0)6346-309-0
0049-(0)6346-309-480

info@stabila.de

www.stabila.de
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